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CENTRAL-POWERED VACUUM CONVEYING SYSTEM 
Spare & Replacement Parts 
(Common, basic items shown) 
 
Item Description Model/Specification Part Number 
 
Assembly, Small Pulse Bottle & Adapter 7” Bottle, includes O-Ring 100962 
Assembly, Medium Pulse Bottle & Adapter 10” Bottle, includes O-Ring 100963 
Assembly, Large Pulse Bottle & Adapter 13” Bottle, includes O-Ring 100964 
 
Assembly, Ø2” Vacuum Valve Actuator IIa Air Cylinder/Viewplate 107430-20 
Assembly, Ø2-½” Vacuum Valve Actuator IIa Air Cylinder/Viewplate 107430-25 
Assembly, Ø3” Vacuum Valve Actuator IIa Air Cylinder/Viewplate 107430-30 
Assembly, Ø4” Vacuum Valve Actuator IIa Air Cylinder/Viewplate 107430-40 
 
Assembly, Vibra-Pulse™ Valve & Solenoid FP20 DIN/120VAC Solenoid 100273-3 
Assembly, Vibra-Pulse™ Valve & Solenoid FP20 DIN/24VDC Solenoid 100273-24D 
Assembly, Vibra-Pulse™ Valve & Solenoid FP20 DIN/240VAC Solenoid 100273-4 
 
Cartridge, 6”OAL Pleated Filter Spun-Bonded Polyester media w/Galvanized steel Caps 100929-5 
Cartridge, 12”OAL Pleated Filter Spun-Bonded Polyester media w/Galvanized steel Caps 100929-1 
Cartridge, 18”OAL Pleated Filter Spun-Bonded Polyester media w/Galvanized steel Caps 100929-4 
Cartridge, 24”OAL Pleated Filter Spun-Bonded Polyester media w/Galvanized steel Caps 100929-2 
Cartridge, 36”OAL Pleated Filter Spun-Bonded Polyester media w/Galvanized steel Caps 100929-3 
 
Cartridge, 6”OAL Pleated Filter Spun-Bonded Polyester/PTFE media w/Stainless steel Caps 100696 
Cartridge, 12”OAL Pleated Filter Spun-Bonded Polyester/PTFE media w/Stainless steel Caps 101266 
Cartridge, 18”OAL Pleated Filter Spun-Bonded Polyester/PTFE media w/Stainless steel Caps 101937 
Cartridge, 24”OAL Pleated Filter Spun-Bonded Polyester/PTFE media w/Stainless steel Caps 103277 
Cartridge, 36”OAL Pleated Filter Spun-Bonded Polyester/PTFE media w/Stainless steel Caps 101266-3 
 
Cord, Inductive Proximity Switch 12-ft 3-Conductor w/Micro Connection 101077 
Cord, Capacitance Proximity Switch 12-ft 3-Conductor w/Mini Connection 100053 
Cord, Vacuum Valve Solenoid 15-ft 3-Conductor w/Nano Connection 102144-1 
 
Disc, Ø2” Vacuum Valve Shut-Off White Urethane w/Nuts 102089-1 
Disc, Ø2-½” Vacuum Valve Shut-Off White Urethane w/Nuts 102090-1 
Disc, Ø3” Vacuum Valve Shut-Off White Urethane w/Nuts 102091-1 
Disc, Ø4” Vacuum Valve Shut-Off White Nylon 100289-13 
 
Gasket, Ø9” Body-to-Cover White EPDM Rubber 101261 
Gasket, Ø14” Body-to-Cover White EPDM Rubber 101262 
Gasket, Ø18” Body-to-Cover White EPDM Rubber 101263 
Gasket, Ø24” Body-to-Cover White EPDM Rubber 10283-1 
 
Solenoid, 4-Way Vacuum Valve Control 120VAC w/Nano Receptacle 100044-10 
Solenoid, 4-Way Vacuum Valve Control 24VDC w/Nano Receptacle 100044-11 
 
Sensor, Level Indicator MK-2/RF Capacitance (Universal Voltage) 100941 
 
Switch, Micro Proximity M18 Inductive 101067X 
Switch, Mini Proximity M30 Capacitance 101068 
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